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SAFETY NEVER HURTS!™ Always read 
the Operator’s Manual before operating any

equipment. Inspect equipment before using it, and be
sure it is operating properly. Follow the product safety
signs, and use any safety features provided.

By raising the toolbar, (and installing the cylinder
stops*) each row unit is
clearly accessible to easily service the Early Riser
row units.  A 10 in. row
unit offset and industry exclusive narrow gauge

NEWEST TECHNOLOGY/
MOST ADVANCED AND MOST PRODUCTIVE

SPECIFICATIONS

The new Case IH 1200 Split-Row
planter is simply the most accurate and
most advanced planter on the market
today. The slow turning Advanced Seed
Meter is a vacuum design that allows
faster planting speeds. This means more
acres per day, and ultimately higher
productivity. You will appreciate the AFS

touch screen display that allows you to
change populations with the touch of a
button and go from transport to planting
position without leaving the cab. The
1200 Split-Row planter, it’s accurate,
it’s productive, it’s simply the BEST !

No other split-row planter on the market today
offers more complete access to EVERY row unit
than the Case IH 1200 Pivot-Transport planter*.
The 1200 planter is well built, but the weight is
evenly distributed and carried on four large flota-

GENERAL
Frame type.......................... Trailing, pivot transport
Number of rows ................. 12/23 or 16/31 split-row
Row spacing ........................ 30 in. & 15 in. (76 cm & 38 cm)
Seed metering..................... Vacuum - (Advanced Seed Meter)
Seed hoppers ...................... High impact, chemical resistant
polyethylene
Offset double disc openers.14 in. (35.6 cm) diameter
Seed discs ........................... 11.8 in. (30 cm) diameter
Seed types .......................... Corn, popcorn, edible beans,
sorghum, milo, 

soybeans, sunflowers
Fertilizer .............................. Liquid on tractor
CAPACITY
Seed, per hopper................. 2 - 40 bushel (1.41 m3)
Liquid fertilizer (Tractor Mounted)
2- 300 gal. (1135 L) saddle tanks
Herbicide/insecticide-only attach. 
70 lb. (31.8 kg) per row
Combo. herbicide/insecticide
35 lb. (15.9 kg) of each per row
OVERALL
Mainframe............................ 8 x 8 in (20.3 x 20.3 cm)
Mainframe toolbar (3-Sectional)
7 x 7 in. (17.8 x 17.8 cm)
Drive.................................... 4 section variable rate hydraulic
for seed and fertilizer 
Transport wheels................. 4 - 16.5L x 16.1 (14PR)
Goodyear farm utility
Wing wheels ........................ 2 - 7.60 x 15 (6PR) Goodyear
farm utility
Hitch...................................... Tongue type w/ 2.28 in. (58 mm)
pin hole 

hydraulically telescoping)
Hydraulic markers................ Low-profile, triple flat (automatic
alternating)
Tractor requirements @ 7 mph (11.2 kph) in loam soils on flat
ground;
12/23 . . . . . . 210 PTO hp12/23 w/ fertilizer  . . 230 PTO

hp
16/31 . . . . . . 250 PTO hp16/31 w/ fertilizer  . . 270 PTO*  Install transport cylinder stops before working under the machine.  Refer to the Operator’s Manual for proper safety instruc-


