
tiger®-tine harrow

Helping Plants Thrive®



©2000 Case Corporation     Case IH is a registered trademark of Case Corporation

Case Corporation reserves the right to make improvements in design and changes in
specifications at any time without notice and without incurring any obligation to install
them on units previously sold. Specifications, descriptions and illustrative material herein
are as accurate as known at time of publication, but are subject to change without notice.AE 389050

Visit us on the
World Wide Web at
www.caseih.com

BUILT FOR MAXIMUM SEEDBED LEVELNESS AND SOIL CONDITIONING

A. The harrow support arm
mounting allows the arm
to pivot up.

B. Each harrow section is
carried by two sets of
parallel arms.

C. Non-linked tine bars allow
independent movement.

The unique flexible design of 
the tiger-tine prevents skips 
and gouges when going over
terraces and through draws, while
keeping it level from front to back
and side to side. Depth and level
adjustments are eliminated for
maximum productivity in the field.

Here’s how the tiger-
tine gets its flexibility!

Split the
Middle x 2
The tiger-mate II
sweeps use a
split-the-middle
pattern! The
tiger-tine harrow is
indexed and also
splits the middles.
• Tines are spaced 

8" apart.
• Double tines on 

the first bar are 
centered

between the sweeps to knock down the ridge. 
• There is no tine directly behind the sweep because it 

would only make the valley deeper.
• The tines on the second bar split the middle left by 

the first bar of tines.
• Third and fourth bars split the middles again for an 

effective 2" tine spacing.
The tiger-tine gives you three tine angle choices
(degrees from vertical): 
A. 5°– for aggressive leveling in heavy soils with

minimal residue.
B. 20°– the standard setting for most soils and residue. 
C. 35°– for extremely heavy residue.

DOUBLE TINE: 16" long, 7/16" diameter
TINE SPACING: 8"
EFFECTIVE TINE SPACING: 2"
TINE ANGLE, ADJUSTABLE: 5°, 20°, or 35° (from vertical)
BARS: 4
RANK SPACING: 15"
CARRIER ARM: 2"x3" tubing
LENGTH, FRONT TO BACK: 78"
WEIGHT (AVERAGE): 52 lbs/ft
SIZES: For tiger-mate II sizes from 18-1/2' to 60-1/2'
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Two pins per arm
adjust the tine
angle and spring
pressure — no
tools needed!
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S P E C I F I C A T I O N S

Outstanding
Flexibility: when
the left back is
raised, the left
front and com-
plete right side
stay down!
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