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Then… And now!
The ability to adapt to any task was what
made the first FARMALL tractors so
popular with so many owners. 
And that’s exactly what draws 
more operators to the 
DX Series FARMALL 
tractors of today.

Excellent in
Every Environment
With well-matched implements, 

DX Series FARMALL tractors can 

tackle more diverse, demanding jobs.

Case IH believes in a systems approach

of designing tractors and implements as

productive partners, teaming them

together for superior performance. 



Loaders

Mid-Mount
Mowers

Snowblowers

Rotary 
Brooms

Front Blades

Backhoes

Rotary Tillers

Rear Mounted
Finishing
Mowers

Ballast
Boxes

Grass Catcher

LX110
LX112
LX114
LX116
LX116
LX118

MWX154S
MWX160S
MWX54S
MWX60S
MWX60R
MWX72S
MWX72R
MWX84R

BSX150
BSX151
BSX163
BSX163H
BSX164R
BSX172H
BSX174R
BSX184R

BRX147
BRX160
BRX172

BMX154
BMX160
BMX160H
BMX172
BMX172H
BMX184
BMX184H

BHX172
BHX190
BHX1102
BHX1114

TLX140
TLX152

TLX160
TLX172
TLX172H
TLX180H

RRX150
RRX172

Cat. I, II
Cat. II

GCX Series

Lift Capacity/Breakout Force Lift Capacity/Breakout Force
at Bucket Pivot at 19.7 in./50cm forward of pivot Lift Height

662 lb (301 kg)/1,361 lb (618 kg) 464 lb (211 kg)/953 lb (433 kg) 5 ft 9 in (1.75 m)
1,090 lb (495 kg)/1,720 lb (781 kg) 750 lb (341 kg)/1,220 lb (554 kg) 7 ft 1 in (2.16 m)
1,256 lb (570 kg)/2,712 lb (1231 kg) 878 lb (399 kg)/1,906 lb (865 kg) 8 ft 2 in (2.49 m)
1,800 lb (817 kg)/ 3,186 lb (1446 kg) 1,386 lb (629 kg)/2,376 lb (1078 kg) 8 ft 9 in (2.67 m)
2,000 lb (908 kg)/3,540 lb (1607 kg) 1,540 lb (699 kg)/2,640 lb (1199 kg) 8 ft 9 in (2.67 m)
2,500 lb (1135 kg)/5,000 lb (2270 kg) 1,830 lb (831 kg)/3,114 lb (1414 kg) 9 ft 4 in (2.84 m)

54 in (137 cm) Side Discharge, 3 blades, blade tip speed: 14,970 fpm
60 in (152 cm) Side Discharge, 3 blades, blade tip speed: 15,452 fpm
54 in (137 cm) Side Discharge, 3 blades, blade tip speed: 16,000 fpm
60 in (152 cm) Side Discharge, 3 blades, blade tip speed: 16,000 fpm
60 in (152 cm) Rear Discharge, 3 blades, blade tip speed: 16,000 fpm
72 in (183 cm) Side Discharge, 3 blades, blade tip speed: 16,000 fpm
72 in (183 cm) Rear Discharge, 3 blades, blade tip speed: 16,000 fpm
84 in (213 cm) Rear Discharge, 4 blades, blade tip speed: 15,446 fpm

50 in (127 cm) Front Mounted, 2-stage, optional chute rotation & deflector Quick-Attach
51 in (130 cm) Front Mounted, 2-stage, optional chute rotation & deflector Quick-Attach
63 in (160 cm) Front Mounted, 2-stage, optional chute rotation & deflector Quick-Attach
63 in (160 cm) Front Mounted, 2-stage, optional chute rotation & deflector Quick-Attach
64 in (163 cm) Rear Mounted, 2-stage, optional chute rotation
72 in (183 cm) Front Mounted, 2-stage, optional chute rotation & deflector Quick-Attach
74 in (188 cm) Rear Mounted, 2-stage, optional chute rotation
84 in (213 cm) Rear Mounted, 2-stage, optional chute rotation

47 in (119 cm) Front Mounted, polypropylene bristle Quick-Attach
60 in (152 cm) Front Mounted, polypropylene bristle, optional angle Quick-Attach
72 in (183 cm) Front Mounted, polypropylene bristle, optional angle Quick-Attach

54 in (137 cm) w/manual angling Quick-Attach
60 in (152 cm) w/hydraulic angling Quick-Attach
60 in (152 cm) w/hydraulic angling Quick-Attach
72 in (183 cm) w/hydraulic angling Quick-Attach
72 in (183 cm) w/hydraulic angling Quick-Attach
84 in (213 cm) w/hydraulic angling
84 in (213 cm) w/hydraulic angling Quick-Attach

Digging Depth Bucket Cylinder Digging Force Crowd Cylinder Digging Force

72 in (183 cm) 2,875 lb (1305 kg) 1,744 lb (792 kg)
90 in (229 cm) 2,712 lb (1231 kg) 1,950 lb (885 kg)
102 in (259 cm) 3,550 lb (1612 kg) 2,225 lb (1010 kg)
114 in (290 cm) 4,440 lb (2016 kg) 2,800 lb (1271 kg)

40 in (102 cm) 24 tines, 5 in (12.7 cm) tilling depth
52 in (132 cm) 32 tines, 5 in (12.7 cm) tilling depth

60 in (152 cm), 36 tines, 5 in (12.7 cm) tilling depth
72 in (183 cm), 44 tines, 5 in (12.7 cm) tilling depth
72 in (183 cm) Heavy-Duty, 36 tines, 7.25 in (18.4 cm) tilling depth
80 in (203 cm) Heavy-Duty, 40 tines, 7.25 in (18.4 cm) tilling depth

60 in (152 cm) 3 blades, category I 3-point
72 in (183 cm) 3 blades, category I 3-point

3-pt. Hitch Mounted
3-pt. Hitch Mounted

3 bag system, 12-bushel capacity, 540 PTO, 2,100 RPM fan speed
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DX Series FARMALL Tractor ModelAttachments Model Integrated Implement Specifications

DX
18

E
DX

24
E

DX
21

DX
24

DX
29

DX
33

D3
5

DX
35

D4
0

DX
40

D4
5

DX
45

DX
48

DX
55

Capacity: 400 lb (182 kg) Total Max. Weight: 500 lb (227 kg)
Capacity: 1,825 lb (829 kg) Total Max. Weight: 2,200 lb (999 kg)

The front blade puts pushing power up front
where it’s easier to see and manage when
backfilling trenches or doing light dozing work
in gravel, dirt or snow.

Sweep away leaves, lawn clippings, debris and
snow with a rotary broom. The brushes with
polypropylene bristles make quick work of clean-
up chores.

When significant snow falls, hook up to a two-
stage front- or rear-mounted snowblower and
easily clear sidewalks, driveways or farm yards
without shoveling.

A BHX Series backhoe packs a lot of power into a
compact package with low overall height and less
weight than conventional loader/backhoes.

A rear-mounted rotary tiller preps seedbeds and
controls weeds between rows. The durable design
features an adjustable rear shield to control the
amount of soil worked.

The industry-leading curved boom design of an
LX Series loader offers outstanding visibility as
well as greater strength with less weight than
traditional dog-leg loader types.

A specially designed ballasting box ensures a
proper weight ratio and better balance when
working with front-mounted attachments.

It couldn’t be easier to attach front-mounted
implements with the Quick-Attach sub-frame
system. You can switch from the front-mounted
snowblower to the blade to the broom and back
again…all in minutes!

Highly maneuverable, mid-mount mower decks
are easily attached and detached in minutes
without tools. MWX Series mowers are built 
to commercial-grade to handle more acres 
of heavy-duty mowing than a traditional 
lawn-and-garden machine. 

Cut down large mowing jobs with a Case IH rear
finishing mower. The air tunnel design will improve
cutting, efficiently allowing uniform material
discharge through a flip-up discharge chute.

Case IH offers a Quick-Attach 12-bushel 
capacity (including lid) grass catcher, which 
allows you to convert from side discharge to
bagging in minutes.


