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SAFETY NEVER HURTS!™ Always read the Operator’s
Manual before operating any equipment. Inspect equipment

before using it, and be sure it is operating properly. Follow the product
safety signs, and use any safety features provided.

Specifications
Power

Gross Engine Horsepower
PTO Horsepower
Rated Speed (RPM)
Number of Cylinders
Aspiration
Displacement
Air Cleaner
Fan
Cold Weather Starting Aid

Fuel System
Fuel Injection
Fuel Water Separator Device
Injection Pump

Transmission
Standard
Optional
Rear Differential Lock
Brakes

Hydraulics & Hitch
Hydraulic System
Steering Pump
Implement Pump

Total Flow
Maximum Pressure
Rear Remote Valves
Optional Mid-mount Loader Valve
Steering Type
Hitch Category
Draft Sensing

Link Ends
Optional Flex Link End
Hitch Lift Capacity (SAE) Max.

PTO
Type
Engagement
Speeds
Optional 540/1000 RPM

Capacities
Fuel Capacity
Alternator Amps.
Approximate Weight

2wd – ROPS
2wd – Cab
MFD – ROPS
MFD - Cab

Approximate Dimensions
Height to Top of ROPS
Height to Top of Cab

Wheelbase
2WD
MFD

JX55

55 hp (41 kW)
45 hp (33.5 kW)

2500
3

Naturally Aspirated
179 cu. in. (2.9 L)

Dry type with dual elements
Fixed 4 blade
Thermostart

Direct, w/mechanical governor
Standard
Rotary

12 x 12 with mechanical shuttle
20 x 12 creeper w/mech. shuttle

Mechanical
Mechanically activated wet disc

Open center
8.1 gal./min. (30.8 L/min)
13.6 gal./min. (51.7 L/min)
21.7 gal./min. (82.5 L/min)

2755 psi (190 bar)
1, 2 or 3

Available with loader
Hydrostatic

1 or 2
Mechanical

Fixed
No

4,010 lb. (1819 kg)

Independent dry clutch
Mechanical
540 RPM

No

24.3 gal. (92 L)
65 – ROPS/65 – Cab

5,152 lb. (2337 kg)
5,813 lb. (2637 kg)
5,704 lb. (2587 kg)
6,365 lb. (2887 kg)

97 in. (2464 mm)*
100 in. (2540 mm)*

86 in. (2184 mm)
84 in. (2133 mm)

JX65

62 hp (46 kW)
52 hp (38.7 kW)

2500
3

Turbocharged
179 cu. in. (2.9 L)

Dry type with dual elements
Fixed 4 blade
Thermostart

Direct, w/mechanical governor
Standard
Rotary

12 x 12 with mechanical shuttle
20 x 12 creeper w/mech. shuttle

Mechanical
Mechanically activated wet disc

Open center
8.1 gal./min. (30.8 L/min)
13.6 gal./min. (51.7 L/min)
21.7 gal./min. (82.5 L/min)

2755 psi (190 bar)
1, 2 or 3

Available with loader
Hydrostatic

1 or 2
Mechanical

Fixed
No

4,010 lb. (1819 kg)

Independent dry clutch
Mechanical
540 RPM

No

24.3 gal. (92 L)
65 – ROPS/65 – Cab

5,152 lb. (2337 kg)
5,813 lb. (2637 kg)
5,704 lb. (2587 kg)
6,365 lb. (2887 kg)

97 in. (2464 mm)*
100 in. (2540 mm)*

86 in. (2184 mm)
84 in. (2133 mm)

JX75

72 hp (53 kW)
62 hp (46.2 kW)

2500
4

Naturally Aspirated
238 cu. in. (3.9 L)

Dry type with dual elements
Fixed 4 blade
Thermostart

Direct, w/mechanical governor
Standard
Rotary

12 x 12 with mechanical shuttle
20 x 12 creeper w/mech. shuttle

Mechanical
Mechanically activated wet disc

Open center
8.1 gal./min. (30.8 L/min)
13.6 gal./min. (51.7 L/min)
21.7 gal./min. (82.5 L/min)

2755 psi (190 bar)
1, 2 or 3

Available with loader
Hydrostatic

2
Mechanical

Fixed
Yes

5,025 lb. (2279 kg)

Independent dry clutch
Mechanical
540 RPM

No

24.3 gal. (92 L)
65 – ROPS/65 – Cab

5,702 lb. (2586 kg)
6,363 lb. (2886 kg)
6,254 lb. (2837 kg)
6,915 lb. (3137 kg)

101.1 in. (2568 mm)**
103.1 in. (2619 mm)**

91 in. (2311 mm)
87 in. (2209 mm)

JX85

82 hp (61 kW)
72 hp (53.7 kW)

2500
4

Turbocharged
238 cu. in. (3.9 L)

Dry type with dual elements
Fixed 4 blade
Thermostart

Direct, w/mechanical governor
Standard
Rotary

12 x 12 with mechanical shuttle
20 x 12 creeper w/mech. shuttle

Mechanical
Mechanically activated wet disc

Open center
8.1 gal./min. (30.8 L/min)

13.6 gal./min. (51.7 L/min)
21.7 gal./min. (82.5 L/min)

2755 psi (190 bar)
1, 2 or 3

Available with loader
Hydrostatic

2
Mechanical

Fixed
Yes

5,025 lb. (2279 kg)

Independent dry clutch
Mechanical
540 RPM

No

24.3 gal. (92 L)
65 – ROPS/65 – Cab

5,702 lb. (2586 kg)
6,363 lb. (2886 kg)
6,254 lb. (2837 kg)
6,915 lb. (3137 kg)

101.1 in. (2568 mm)**
103.1 in. (2619 mm)**

91 in. (2311 mm)
87 in. (2209 mm)

JX95

90 hp (67 kW)
80 hp (59.7 kW)

2500
4

Turbocharged
238 cu. in. (3.9 L)

Dry type with dual elements
Fixed 4 blade
Thermostart

Direct, w/mechanical governor
Standard
Rotary

12 x 12 with mechanical shuttle
20 x 12 creeper w/mech. shuttle

Mechanical
Mechanically activated wet disc

Open center
8.1 gal./min. (30.8 L/min)

13.6 gal./min. (51.7 L/min)
21.7 gal./min. (82.5 L/min)

2755 psi (190 bar)
1, 2 or 3

Available with loader
Hydrostatic

2
Mechanical

Fixed
Yes

5,025 lb. (2279 kg)

Independent dry clutch
Mechanical
540 RPM

Yes

24.3 gal. (92 L)
65 – ROPS/65 – Cab

6,107 lb. (2770 kg)
6,768 lb. (3070 kg)
6,659 lb. (3020 kg)
7,320 lb. (3320 kg)

101.1 in. (2568 mm)**
103.1 in. (2619 mm)**

94 in. (2387 mm)
92 in. (2336 mm)

CNH America LLC reserves the right to make improvements in design and changes in specifications at any time without
notice and without incurring any obligation to install them on units previously sold. Specifications, descriptions and
illustrative material herein are as accurate as known at time of publication, but are subject to change without notice.

This literature has been published for worldwide circulation. Availability of some models and equipment builds varies
according to the country in which the equipment is used.

* JX55 and JX65 measured with 14.9 x 28 rear tires. ** JX75, JX85, and JX95 measured with 18.4 x 30 rear tires.


