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MODEL
ENGINE

Rated PTO
Rated full load
Peak PTO torque @ 1400 rpm
Power growth
PTO torque rise†

Cylinder/displacement
Number of valves
Aspiration

ELECTRICAL
Standard alternator 
Battery capacity

TRANSMISSION*
18-speed full powershift 18F/4R
19-speed full powershift 19F/4R*
Shift-Through creeper option 23F/6R
Electronic pulse-width modulation shift 
Power shuttle
Parking brake/auto w/ no power
PTO – Standard 
PTO – Optional  

PTO – Optional  

AXLES
Standard rear diameter
Optional rear diameter
Rear axle length
MFD axle
Suspended front axle option
MFD tread adjustability
MFD duals option
Wheelbase (MFD)

HYDRAULICS
Hydraulic type
Remotes – Std./Opt.
Hydraulic pump flow – Std./Opt.
3-point hitch category
Standard hitch lift capacity
Optional lift capacity

CAPACITIES
Fuel tank
Engine oil w/ filter
Cooling system
Hydraulic fluid

CAB
Volume (size)
Glass
Sound level

SHIPPING WEIGHT 
MFD
Maximum operating weight
Height to top of cab**
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CASE IH IS A BRAND OF CNH, 
A GLOBAL LEADER IN AGRICULTURAL AND CONSTRUCTION EQUIPMENT AND FINANCIAL SERVICES.

Case IH is a registered trademark of CNH America LLC.     
Any trademarks referred to herein, in association with goods and/or services of companies
other than CNH America LLC, are the property of those respective companies.

CNH America LLC reserves the right to make improvements in design and
changes in specifications at any time without notice and without incurring
any obligation to install them on units previously sold. Specifications,
descriptions and illustrative material herein are as accurate as known at time
of publication, but are subject to change without notice.

Availability of some models and equipment builds varies according to the
country in which the equipment is used.

SAFETY NEVER HURTS!™ Always read the Operator’s Manual before operating
any equipment. Inspect equipment before using it, and be sure it is operating

properly. Follow the product safety signs, and use any safety features provided.

MX275

225 hp (1168 kW)
2000 rpm

1,786 ft-lb. (2421 Nm)
36 hp (26.8 kW)

49%
6/505 cu. in. (8.3 L)

24
Wastegate turbocharged/air-air

150 amp/12 volt; 175 amp optional
2 batteries/2,000 CCA

Standard
Optional
Optional
Standard
Standard
Standard

1000; 1.75 in. (44 mm), 20 spline
540/1000; 1.375 in. (35 mm) and 

1000; 1.75 in. (44 mm)
1000; 1.75 in. (44 mm)/
1000; 1.375 in. (35 mm)

4 in. (102 mm)
4.5 in. (115 mm)

120 in. (3050 mm)
12-bolt hub standard

Optional
60-88 in. (1524-2235 mm)

Optional
118.3 in. (3005 mm)

PFC/parallel priority
3/5

38.6 gpm (146 lpm)/58 gpm (220 lpm)
III/IIIN

14,970 lb. (6789 kg)
17,920 lb. (8129 kg)

180 gal. (682 L)
22 U.S. qt. (21 L)

26 U.S. qt. (24.6 L)
45.5 gal. (172 L)

109.5 cu. ft. (3.1 m3)
68.5 sq. ft. (6.4 m2)

70.0 dBa

20,630 lb. (9377 kg)
32,500 lb. (14 770 kg)
128.5 in. (3265 mm)

MX305

255 hp (190 kW)
2000 rpm

1,938 ft-lb. (2625 Nm)
37 hp (27.6 kW)

49%
6/543 cu. in. (9 L)

24
Wastegate turbocharged/air-air

150 amp/12 volt; 175 amp optional
2 batteries/2,000 CCA

Standard
Optional
Optional
Standard
Standard
Standard

1000; 1.75 in. (44 mm), 20 spline
540/1000; 1.375 in. (35 mm) and 

1000; 1.75 in. (44 mm)
1000; 1.75 in. (44 mm)/
1000; 1.375 in. (35 mm)

4 in. (102 mm)
4.5 in. (115 mm)

120 in. (3050 mm)
12-bolt hub standard

Optional
60-88 in. (1524-2235 mm)

Optional
118.3 in. (3005 mm)

PFC/parallel priority
3/5

38.6 gpm (146 lpm)/58 gpm (220 lpm)
III/IIIN

15,970 lb. (7244 kg)
17,920 lb. (8129 kg)

180 gal. (682 L)
22 U.S. qt. (21 L)

26 U.S. qt. (24.6 L)
45.5 gal. (172 L)

109.5 cu. ft. (3.1 m3)
68.5 sq. ft. (6.4 m2)

70.7 dBa

20,630 lb. (9377 kg)
34,500 lb. (15 680 kg)
128.5 in. (3265 mm)

MX245

200 hp (149 kW)
2000 rpm

1,616 ft-lb. (2190 Nm)
35 hp (26.1 kW)

46%
6/505 cu. in. (8.3 L)

24
Wastegate turbocharged/air-air

150 amp/12 volt; 175 amp optional
2 batteries/2,000 CCA

Standard
Optional
Optional
Standard
Standard
Standard

1000; 1.75 in. (44 mm), 20 spline
540/1000; 1.375 in. (35 mm) and 

1000; 1.75 in. (44 mm)
1000; 1.75 in. (44 mm)/
1000; 1.375 in. (35 mm)

4 in. (102 mm)
NA

120 in. (3050 mm)
10-bolt hub standard

Optional
60-88 in. (1524-2235 mm)

Optional
118.3 in. (3005 mm)

PFC/parallel priority
3/5

38.6 gpm (146 lpm)/58 gpm (220 lpm)
III/IIIN

13,960 lb. (6332 kg)
15,970 lb. (7244 kg)

180 gal. (682 L)
22 U.S. qt. (21 L)

24 U.S. qt. (22.7 L)
45.5 gal. (172 L)

109.5 cu. ft. (3.1 m3)
68.5 sq. ft. (6.4 m2)

70.6 dBa

20,100 lb. (9136 kg)
29,500 lb. (13 400 kg)
128.5 in. (3265 mm)

MX215

175 hp (131 kW)
2000 rpm

1,403 ft-lb. (1901 Nm)
35 hp (26.1 kW)

50%
6/505 cu. in. (8.3 L)

24
Wastegate turbocharged/air-air

150 amp/12 volt; 175 amp optional
2 batteries/2,000 CCA

Standard
Optional
Optional
Standard
Standard
Standard

1000; 1.75 in. (44 mm), 20 spline
540/1000; 1.375 in. (35 mm) and 

1000; 1.75 in. (44 mm)
1000; 1.75 in. (44 mm)/
1000; 1.375 in. (35 mm)

4 in. (102 mm)
NA

120 in. (3050 mm)
10-bolt hub standard

Optional
60-88 in. (1524-2235 mm)

Optional
118.3 in. (3005 mm)

PFC/parallel priority
3/5

38.6 gpm (146 lpm)/58 gpm (220 lpm)
III/IIIN

13,960 lb. (6332 kg)
15,970 lb. (7244 kg)

180 gal. (682 L)
22 U.S. qt. (21 L)

24 U.S. qt. (22.7 L)
45.5 gal. (172 L)

109.5 cu. ft. (3.1 m3)
68.5 sq. ft. (6.4 m2)

70.6 dBa

20,100 lb. (9136 kg)
26,500 lb. (12 000 kg)
128.5 in. (3265 mm)

†Manufacturer estimate. *25mph (40kph) Capable in 19th gear with Reduced Engine Speed for Improved Fuel Economy during Transport. **With 480/80R46 rear tires.

TURNING RADIUS (per SAE J695) 
380/85R34 R1W w/13X34  (14.9R34 R1 W/13X34)

–Limited to 6 degree oscillation
Front 
Axle
60 in.
(1524 mm)
64 in.
(1626 mm)
68 in.
(1728 mm)
72 in. 
(1829 mm)

Standard w/o
fenders
16.0 ft. 

(4.88 m)
15.5 ft. 

(4.73 m)
15.7 ft.

(4.78 m)
15.9 ft.

(4.83 m)

Suspended 
w/o fenders

17.2 ft.
(5.24 m)
15.5 ft. 

(4.73 m)
15.7 ft.

(4.78 m)
15.9 ft.

(4.83 m)
380/80R38 R1W w/12X38

–Limited to 6 degree oscillation
Front 
Axle
60 in.
(1524 mm)
64 in.
(1626 mm)
68 in.
(1728 mm)
72 in. 
(1829 mm)

Standard w/o
fenders
18.5 ft. 

(5.65 m)
17.4 ft. 

(5.29 m)
16.4 ft.

(4.99 m)
16.5 ft.

(5.04 m)

Suspended 
w/o fenders

18.5 ft. 
(5.65 m)
17.4 ft. 

(5.29 m)
17.5 ft.

(5.34 m)
17.7 ft.

(5.39 m)
480/70R34 R1W w/15X34

–Limited to 6 degree oscillation
Front 
Axle
60 in.
(1524 mm)
64 in.
(1626 mm)
68 in.
(1728 mm)
72 in. 
(1829 mm)

Standard w/o
fenders
20.4 ft. 

(6.22 m)
16.7 ft. 

(5.16 m)
16.4 ft.

(4.99 m)
15.9 ft.

(4.83 m)

Suspended 
w/o fenders

21.4 ft. 
(6.51 m)
21.5 ft. 

(6.65 m)
17.5 ft.

(5.34 m)
17.2 ft.

(5.26 m)
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